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GENERAL NOTES ON EXISTING POWER PANELS: FIRE ALARM NOTES:
1. EXISTING 200A PANEL IN ELECTRICAL ROOM THAT FEEDS ROOFTOP EQUIPMENT AND KITCHEN EQUIPMENT SHALL BE DESIGN
DEMOED. 1, LOCATE DUCT PHOTOELECTRIC SMOKE DETECTORS IN SUPPLY DUCTWORK OF RTUs (IN
2. ALL EQUIPMENT THAT WILL NOT BE REUSED BY BRUEGGER’'S STORE (ALL ROOFTOP EQUIPMENT AND KITCHEN HEATED SPACE AND PER MANUFACTURER’S RECOMMENDATIONS). DD LOCATIONS NOT SHOWN ON 73 MAIN STREET
EQUIPMENT) SHALL BE REMOVED AND CONDUITS AND CONDUCTORS SHALL BE DEMOED TO LAST ACTIVE BRANCH. ELECTRICAL DRAWINGS. COORDINATE WITH MECHANICAL DRAWINGS. MONTPELIER VERMONT 05602
3. IF THIS EXISTING ELECTRICAL EQUIPMENT POWER PANEL STILL HAS EQUIPMENT BEING FED FROM IT, THESE 2. CONNECT EACH DD TO FIRE ALARM CONTROL MODULE FOR RTU FAN SHUT-DOWN UPON DD
PIECES OF EQUIPMENT SHALL BE REFED BY EXISTING ADJACENT “POWER & LIGHT” PANEL ¢(SHORT CONDUCTORS SHALL ACTIVATION,
TERMINATE IN NEW J-BOX WITH FINAL RUN TO EXISTING “POWER & LIGHT” PANELD.. 3. LOCATE REMOTE TEST SWITCH (RTS) WHERE SHOWN ON DRAWING,
4, EXISTING “POWER & LIGHT” PANEL SHALL REMAIN TO FEED ALL BACK-OF-HOUSE AND 2ND FLOOR LIGHTS, 4, COORDINATE ALL DEVICE TYPES WITH LANDLORD'S FIRE ALARM CONTROL PANEL FOR A
RECEPTACLES, HEATING EQUIPMENT AND ALL OTHER INCIDENTAL EQUIPMENT THAT NEEDS TO REMAIN. ALL OTHER COMPLETE WORKING SYSTEM. DD ACTIVATION SHALL SOUND FACP ALARM AT CONSTANTLY
CONDUITS AND CONDUCTORS GOING TO RECEPTACLES AND LIGHTS BEING DEMOED SHALL BE DEMOED TO LAST ACTIVE ATTENDED LOCATION,
BRANCH. —-SEE EXCEPTION BELOW. SCALE
5. EXISTING POWER PANEL IN COOKING/ KITCHEN AREA OF PREVIOUS RESTAURANT SHALL BE DEMOED. CONDUCTORS
AND CONDUITS TO THIS PANEL SHALL BE REUSED TO FEED NEW PANEL LP-A OF BRUEGGER’S STORE (=EXCEPTION
MENTIONED IN ITEM 4 ABOVE). SATE
6. PANELS LP-A AND LP-B SHALL BE NEW PANELS.
7. LOCATE NEW 200A MAIN DISCONNECT SWITCH WHERE DEMOED 200A EQUIPMENT PANEL WAS LOCATED. REFEED THE
NEW 200A MAIN DISCONNECT SWITCH PER “ELECTRICAL ENTRANCE LEGEND’. AND ONE-LINE DIAGRAM. Se A By
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