ELECTRICAL EQUIPMENT SCHEDULE
ELEGTRIGAL
TAG | DESCRIPTION VOLTAGE | AMPS |BREAKER [DEDICATED | COMMENTS
OVEN 1M5V=1P | 23A 30A YES HARD WIRED
40 GALLON KETTLE 115V=1P | 10A o o NTERLOCK WITH KETTLE
4’4’ S.S. HOOD W/ CONTROLS; SEE DETAIL 4/E4
e 115v-1P | 7.5A
— EXHAUST FAN & LIGHTS
N 2
LPA-#32,34,36 OVEN TIMER 120V-1P - - NO NEMA 5-15P
24"AFF SODA STORAGE
D4 AFF MED| % CARBONATOR 1200-1P | - - NO 20A RECEPTACLE
GFCI/WP CreL P
LPA-#4 ICE MACHINE 115V-1P | 9.7A - NO J. BOX AT 60" AFF
CU-C| 208v-3p | 4.2n [ 20A YES SEE MFGR'S REQUIREMENTS
WALK~IN Ev—C| 115v=1P | 6.3A | 20A YES FOR INSTALLATION DETAILS
PA—ta COOLER/FREEZER  cyy_r [ 208v—3p | 4.4A | 20 YES SEE MFGR'S REQUIREMENTS
EV-F | 208V-1P | 6.9A [ 20A YES FOR INSTALLATION DETAILS
GFCI RECEPTACLE MOUNTED
WATER FILTER 1200-1P | - - - AT 6 BELOW CEILING
BLENDER 120V=1P | 1158 [  20A YES NEMA 5-15P
)| BAGEL HEARTH oov-tp | - ~ ~ LIGHTS TO BE CIRCUITED
G| g rack W/ LIGHTS WITH SERVICE AREA LIGHTS
WORK TOP YES-1 CKT
HOT BEVERAGE
3| DiSPENSER 120v-1P | 6.0A - NO -
36E )| ICED TEA 15V=1P [ 15A 20A YES -
WORK TOP .
REFRIGERATOR 115V=1P | 5.0A | 20A YES NEMA 5-15P
SODA TOWER
& DISPENSER HSV=1P | 40A 1 = B -
WARMER (2) 120V-1P | 12.0A [ 20A YES NEMA 5-15P
COFFEE BREWER 208V-1P | 22.4A | 30A YES NEMA L14-30P
COFFEE BREWER 208V-1P | 17.1A | 25A YES NEMA L14-20P
TOASTER 208V—1P | 14.3A |  20A YES NEMA 6-20P
NEMA 5-15P
50E )| MICROWAVE 120V-1P [ 132A |  20A YES VOUNT AT 72" AFF
5 )| co Pa oov-1p | 7A | 2oa [E0T BE News 5-15P EACH
|E FrA COLD PAN oov-1p | 7a | 20a | YESTT KT NEwA 5-15P EACH
fV-2Y  ROOFTOP SERVICE EACH UNIT
EEEIEFJQC%EEE(QJSS\?T o4 AFE WARMER (2) 120V-1P | 12A 20A YES NEMA 5-15P
% CU-F cU-C PANINI PRESS 120V-1P | 12A 20A YES NEMA 5-15P
LPA-#38,40,42
e | DISPLAY CASE W/EVAP [ 208V-1P | 167A [ 254 YES FED FROM
LPA-#27,29,31 19 = PA_pl 23 PS (5 (SEE NOTE 1 BELOW) | 120v-1P | 13.8A | 20A YES UNDERSLAB CONDUIT
Y YES-1 CKT
57E )| CASH REGISTERS (2) 120V-1P | 0.3A | 20 | o ecde | -
NOTES:
1. 4'-0" DISPLAY HAS ONE JUNCTION BOX, SEE SPEC SHEET FOR ELECTRICAL INFORMATION.
2. 5'~0" AND LONGER DISPLAYS HAVE TWO JUNCTION BOXES, SEE SPEC SHEET FOR ELECTRICAL INFORMATION.
ROOF NEW PLAN
1/4" = 11_0"
ELECTRICAL /FIRE ALARM LEGEND (FIRE ALARM DEVICES SHOWN ON LIGHTING PLANS)
SYMBOL | DESCRIPTION SYMBOL | DESCRIPTION SYMBOL | DESCRIPTION
e =] 120V DUPLEX RECEPTACLE — GENERAL PURPOSE (0K CHIME, MOUNT @ 90” AF.F. ELECTRICAL PANEL BLACK
B 120V QUAD. RECEPTACLE — GENERAL PURPOSE BUZZER, MOUNT @ 90” AFF, CF GROUND—FAULT INTERRUPT DEVICE RIVER
CARBON MONOXIDE DETECTOR — PROTECH MODEL #7080
Q SPECIAL RECEPTACLE — SEE EQUIPMENT SCHEDULE NOTES, DWG. A2 WALL MOUNTED / 60°AFF %o THREE-WAY SWITCH DESIGN
PULL STATION — COORDINATE MODEL W/ EXISTING FIRE ALARM SYSTEM e _
< QUAD COMBINATION TELEPHONE/DATA OUTLET DOUBLE ACTION TYPE. RED FINISH, CENTERLINE 46"AFF $ SWITCH; 48" TO CENTER UN.0. (T.0.S. = TOP OF SWITCH) BMANSTREET
HORN STROBE — COORDINATE MODEL W/ EXISTING FIRE ALARM SYSTEM
< DUPLEX'DATA QUTLET @30@' WALL MOUNTED WITH cd RATING AS SHOWN ON DRWG. (SYNCH) —90”AFF b DIMMER SWTCH (LUTRON LUMEA SERIES)
» k4 STROBE — COORDINATE MODEL W/ EXISTING FIRE ALARM SYSTEM ;
Q) THERMOSTAT (46”AFF) 15ch WALL MOUNTED WITH od RATING. AS SHOWN ON DRWG. —90°AFF $s BUZZER SWITCH, MOUNT @ 48" ABOVE GROUND
REMOTE TEST SWITCH (WITH LIGHT & KEY) FOR DUCT DETECTOR (72°AFF) |  (¥) JUNCTION BOX LOCATION % CHIME SWITCH, MOUNT BELOW FRONT COUNTER (SEE DETAILS 1,2/E2)
SCALE
» , H = MOUNTED HORIZONTALLY, IF NOTHING SHOWN ASSUME VERTICAL
TIMECLOCK — MOUNT AT 60" AFF HXX XX MOUNTING HEIGHT ABOVE FINISHED FLOOR (AFF) $os | OCCUPANCY SENSOR, LEVITON #3201969
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