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ELECTRICAL ENTRANCE LEGEND

TAG | DESCRIPTION RESPONSIBILITY

(T) | EXISTING 6004, 208/120V FEED FROM UTILITY LANDLORD

SERVICE TO EXSTG. 600A SWITCHBOARD (EXISTING)

LANDLORD

(2) | EXISTING CT CABINET EXISTINGS
LANDLORD

(3) | EXISTING ELECTRICAL METER EXISTINGS
LANDLORD

(4) | EXISTING 400A FEEDERS FROM METER EXISTINGS
LANDLORD

(5) | EXISTING 200A MAIN DISCONNECT 120/208V, 3P, 4W EXTSTINGS
LANDLORD

(6) | EXISTING BUILDING GROUND TO REMAIN EXISTINGS

NEW 200A MAIN DISCONNECT 120/208V, 3P, 4W

D | (LOCATE AT DEMOED EQUIPMT POWER PANEL) CONTRACTOR

(1> SET (4> 4/0 AL, #4 GG AL IN 1-1/2 CONDUIT T.B.D.

(9) | 2004 208/120V, MC.B. 225A 22 KAIC PANEL “LPA” CONTRACTOR

LPA BREAKERS AS REQUIRED (SEE PANEL SCHEDULE> | CONTRACTOR

200A 208/120V, MCB. 225A 22 KAIC PANEL ‘LPB” CONTRACTOR

LPB BREAKERS AS REQUIRED (SEE PANEL SCHEDULE> | CONTRACTOR

NOTES:

1. COORDINATE ALL WORK WITH EXISTING WORK TO REMAIN

2. COORDINATE DEMOING OF EXISTING POWER PANELS & CONFIRM THAT

REMAINING POWER, LIGHTS AND INCIDENTAL EQUIPMENT SHALL REMAIN POWERED,

LP-A

WALK-IN COOLER CONDEN."

SERVICE VOLTAGE: 208Y/120 Vac LOCATION: BACK OF HOUSE FED FROM: MCB PANEL
SERVICE PHASE / WIRE: 3PH., 4 W. MAKE: SQUARE D PANEL LOAD (A):
AMPERAGE: 200A MOUNTING: SURFACE A= 180.1
MAIN TYPE & RATING: MCB 225A B= 161.1
NEUTRAL TYPE & RATING: CU, 100% C= 194.0
CKT LOAD DESCRIPTION BRK LOAD (AMPS) CKT |LOAD DESCRIPTION BRK LOAD (AMPS) ‘
A B C A B C
1 KITCHEN/ COOLER LIGHTING 1P20 7.4 LP-A 2 LIGHTED SIGN 1P20 10.6
3 SERVING AREA LIGHTING 1P20 4.9 LP-A 4 SERV. OUTLETS - ROOFTOP &EF-1 1P20 3.0
5 SERVING AREA LIGHTING - SPOTS 1P20 8.9 LP-A 6 COFFEE BREWER (42E) 2P25 19.2
7 SEATING AREA LIGHTING 1P20 9.1 LP-A 8 19.2
9 BATHROOM LIGHTING & FANS 1P20 1.9 LP-A 10 COLD PAN (51E)+ (52E) 1P20 14.0
11 KETTLE CONTROLS & HOOD EXH (4E,5E) 1P20 15.8 LP-A 12 SPARE 1P20 12.0
13 EXIT SIGNS & EMERGENCY LIGHTS 1P20 0.4 LP-A 14 SPARE 1P20 12.0
15 HOT BEV. DISP., SODA TOWER (35E,38E) 1P20 10.0 LP-A 16 MICROWAVE (14E) 1P20 13.2
17 ICED TEA MAKER (36E) 1P20 15.0 LP-A 18 COFFEE BREWER (41E) 2P30 224
19 | SODA CARBONATOR (11E) & RECEPTS. 1P20 8.0 LP-A 20 224
21 4.2 LP-A 22 SPARE 1P20 0.0

EXISTING ELECTRICAL ROOM PANELS:

695KAIC, 208Y/ 120VAC, 3PHASE, 4WIRED

1, EXISTING SWITCHBOARD TO REMAIN: SIEMENS CATALOG #: BC436JXD6 (400A RATING,

2. EXISTING POLE MOUNTED TRANSFORMER (SECONDARY SIDE=208Y/ 120VAC, 3POLE, 4WIRED.

CONNECTED LOAD

GENERAL
HVAC | LIGHTING RECEPTACLES COOKING EQUIPMENT | TOTAL
2l4 kVA | 48 kVA 3.2 kVA 3435 kVA 839 kVA




