HVAC GENERAL NOTES: \OIE. WEIGHT OF STACK SHALL BE HEATING AND COOLING UNITS

SUPPORTED INDEPENDENT OF gEE'B__ERVTE NCTA|LPA¢(|>F;<_X_EélsJ|ST|T\EER TAG | SERVICE MAKE & MODEL TOTAL | 0A S.P. | BHP | AMBIENT | COOLING CAPACITY | HEATING CAPACITY | VOLTAGE | MCA | WEIGHT
1. ALL WORK SHALL BE PERFORMED IN A NEAT, WORKMANLIKE MANNER. FLASHING AND APPLIANCE. DOWN DRAFT ELIMINATOR CFM CFM TEMP. TOTAL ISENSBLE| INPUT | OUTPUT
2. ALL WORK SHALL CONFORM TO STATE AND LOCAL CODES. oot | kicren ara | 15 TON HI=EFF. 2700 | 800 ” 5 oy | 108 | 482 [120/84 [97.2/68] o5 5 co | 412 | g2
DX COOLING/ GAS HEAT MBH | MBH | MBH | MBH '
3. ALL PERMITS AND FEES SHALL BE SECURED BY THE CONTRACTOR. GALVANIZED 28 GAUGE (MIN.)
METAL ROOF JACK STEEL OR ALUMINUM 24 GAUGE ru=2 | customer area | 72 TON HI-EFF. 2700 | 800 | 22 | 3 gy | 1008 | 482\ 120/84197.2/68| 008 3 60 | 412 | 822
4" METAL DUCT DX COOLING/ GAS HEAT MBH | MBH | MBH | MBH '

4. WORKSITE SHALL BE CLEANED DAILY. COORDINATE DEBRIS REMOVAL T
LOCATION(S) WITH THE GENERAL CONTRACTOR.

NOTES:

CH ROOF TOP UNIT SHALL BE PROVIDED WITH THE FOLLOWING:

MOTORIZED OUTSIDE AIR DAMPERS — NOTE REQUIRED VENTILATION/MAKE-UP AIR REQUIRED IN SCHEDULE ABOVE. (PROVIDE DAMPERS ACCORDINGLY.)
. OVERSIZED MOTOR

. HINGED ACCESS PANELS WITH 2" PLEATED FILTERS, STANDARD

SOLDER ALL AROUND EA
1.
2
3
ROOF 4, THROUGH-THE—BASE ELECTRIC AND GAS PIPING
5
6
7
8

5. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RIGGING AND HANDLING OF METAL RAIN CAP

ALL MATERIALS. PROTECTION OF ALL MATERIALS SHALL ALSO BE THE 2'-0" MIN ABOVE ROOF
RESPONSIBILITY OF THE CONTRACTOR.

6. ADDITIONAL EXPENSES INCURRED BY ANY OTHER TRADE DUE TO THE USE OF

ALTERNATE MANUFACTURER'S EQUIPMENT SHALL BE THE RESPONSIBILITY OF THE / |
HVAC CONTRACTOR. ALTERNATE MANUFACTURER EQUIPMENT MUST BE ] / I | ]

. UNIT MOUNTED NON-FUSED DISCONNECT

. UNPOWERED CONVENIENCE OUTLET

. ROOF CURB

. DIFFERENTIAL PRESSURE SWITCH SENSOR FOR DIRTY FILTER INDICATION
9. ENTHALPY CHANGEOVER KIT

10. 36" HIGH ROOF CURB

APPROVED BY THE DESIGN ENGINEER. ”I :”
|

7. CORING AND/OR SAWCUTTING RELATING TO THE WORK OF THE HVAC / | I \

CONTRACTOR SHALL BE THE RESPONSIBILITY OF THE HVAC CONTRACTOR. IN "

NO CIRCUMSTANCE SHALL BEAM PENETRATIONS BE ALLOWED WITHOUT FORMAL OPEN BELOW RAIN CAP 2 (MIN.) ALL AROUND

SUBMITTAL TO AND WRITTEN APPROVAL FROM THE STRUCTURAL ENGINEER.

THE FOLLOWING MANUFACTURERS ARE APPROVED: TRANE, CARRIER OR MCQUAY.

8. FIELD VERIFICATION OF THE WORK SITE SHALL BE PERFORMED PRIOR TO BID 5 E(E%TEIT%ESRCTALECAP DETAIL
AWARD. PRIOR TO INSTALLATION OF SYSTEMS, THE CONTRACTOR SHALL FIELD
VERIFY EXISTING CONDITIONS, DIMENSIONS AND ROUTING. REPORT ANY EXHAUST FAN SCHEDULE
EVI(S)EEEPANCIES TO THE OWNER OR ENGINEER PRIOR TO COMMENCEMENT OF TAG | SERVICE MAKE & MODEL CFM| S.P. | POWER, H.P. | OPENING SIZE |WEIGHT | REMARKS:
: 115—1-60, BACKDRAFT DAMPER & HINGE KIT; SEE DET.
EF—1| KETTLE HOOD | CAPTIVEARE DUSOHFA**| 800 | 0.75" 17-%"17-5%" | 584 '
9. ALL EQUIPMENT SHALL BE INSTALLED ACCORDING TO THE MANUFACTURER'S Y HP (6.34) 6/M3 FOR ITEMS SUPPLIED BY OWNER.
INSTRUCTIONS. ~ THE CONTRACTOR SHALL PROVIDE COMPLETE AND  OPERASLE EF-2 | BATHROOM FAN| GREENHECK CSP-A110 | 100 |0.125" | 1207169, 1 13 ymq0-5" | 16§ | DUCT T0 RELIEF HOOD AT ROOF
SYSTEMS. 51 WATTS
10. SEAL ALL PENETRATIONS WITH APPROVED FIRE-RATED, UL LISTED CAULKING 26 GAUGE (MIN) G.. EF-3 | BATHROOM FAN| GREENHECK CSP-A110 | 100 | 0.125” 15210‘\,}/\‘1% 13-%"x10-%" | 16# | DUCT TO RELIEF HOOD AT ROOF
QEP'EE‘S%'S%D Jguﬁoﬁiﬁq@w”” SEALNG OF RATED WALLS OR FLOORS. CARRY COUNTERFLASHING HOOD AND FAN PROVIDED BY OVEN MANUFACTURER, EXHAUST
' RIVET EF—4 | OVEN HOOD | \\ecraTeD wiH oven | °%0 | 09 - - ~ | DUCT SHALL BE 0.05" 3003 H14 ALUMINUM
11. COORDINATE ALL WORK WITH OTHER CONTRACTORS PRIOR TO INSTALLATION. FLASHING
SPRINKLER INSTALLATION (IF REQUIRED) SHALL TAKE PRECEDENCE OVER ALL T0 DUCT /’SOLDER CONTINUOUS FLUE | OVEN FLUE - noo- - - = | B-VENT WITH BAROMETRIC DAMPER
OTHER INSTALLATIONS. l/] 29 GAUGE G..
BUILT—UP FLASHING
12. ALL PIPING SHALL BE MARKED AND FLOWS IDENTIFIED WITH PERMANENT SOOFING
TAPE PER ANSI 13.1 STANDARDS. VALVES SHALL BE TAGGED; PROVIDE MINIMUM E— SUPPLY g
(3) TYPE-WRITTEN SCHEDULES OF ALL VALVES WITH A DESCRIPTION OF THEIR o bucT RELIEF HOOD SCHEDULE
USE, SIZE AND' LOCATION. == TAG | SERVICE MAKE & MODEL CFM | SP. [ POWER, HP. | THROAT SIZE [ WEIGHT | REMARKS:
. 4 JOISTS\
13. ALL DUCTWORK SHALL BE INSULATED WITH MIN. 1” DUCT INSULATION OR .| BATHROOM . ;
a5 REGURED PER LOCAL ENERGY. CODE.  SEAL ALL SEAVS FOR WATERNIGIY / RH=1 | EYHAUST PENN WCCO6 200 | 0.25 NONE 7 584 | PROVIDE WITH BACKDRAFT DAMPER
SFAL. ==
14. FREEZER/COOLER INSTALLATION CONTRACTOR SHALL BE SPECIFIED BY
BRUEGGERS, ALL WORK NECESSARY TO INSTALL THE FREEZER/COOLER SHALL ROOF FRAMING
BE THE RESPONSIBILITY OF THIS CONTRACTOR. ALL REFRIGERATION PIPING CAULK ALL AROUND CONDENSING UNIT SCHEDULE
SHALL BE CHARGED AND TESTED BY THE FREEZER/COOLER CONTRACTOR TAG | SERVICE MAKE & MODEL COMPRESSOR | VOLTAGE RLA MCA MOP REFRIG TYPE [SUCTION LINE| LIQUID LINE
ACCORDING TO MANUFACTURER'S INSTRUCTIONS. PROVIDE ALL WORK
WALK—IN COOLER | W.A. BROWN & SON 15 HP \ \

NECESSARY FOR A COMPLETE AND OPERATIONAL SYSTEM. _ _3- _ 5 3

7)ROOF PENETRATION DETAIL CU=C | CONDENSING UNIT| CHTO15H2C HERMETIC  |208/230-3-60) 42 15 15 R-22 %A %
15. PROVIDE ACCURATE AS—BUILT DOCUMENTATION IN THE FOLLOWING MANNER: NOT TO SCALE cu_r | WALK-IN FREEZER| WA BROWN & SON 10 HP o8 030 360 44 2 2 20 ” ”
AS-BUILT RECORD DRAWINGS, COMPLETE OPERATIONS AND MAINTENANCE CONDENSING UNIT| CHTO10X6C HERMETIC .

MANUALS, AND CONTROLS DOCUMENTATION (INCLUDING A COMPLETE SEQUENCE
OF OPERATION).

16. COORDINATE ALL WORK WITH LANDLORD — ALL CHANGES, SUBSTITUTIONS,

ALTERATIONS TO CONTRACT DOCUMENTS MUST BE APPROVED IN WRITING BY THE

DL oRD, ANEMOSTAT DIFFUSER AND REGISTER SCHEDULE

17. SEAL ALL UNUSED PENETRATIONS IN BUILDING EXTERIOR AND ROOF, SUPPLY DUCT

RE-USE EXISTING PENETRATIONS FOR NEW BUILDING SERVICES WHEN POSSIBLE. P P — CEILING SUPPLY DIFFUSER — DP — 15" THROAT — 24/24 LAY-IN
5]

CEILING RETURN GRILLE — X3P — 24/24 LAY-IN

PROVIDE (2) REMOTE TEST STATIONS
WIRE TO RTU #1 & #2 (SEE SHEET E2 FOR LOCATION)

CEILNG SUPPLY DIFFUSER — DP41 - 6" THROAT - 12/12 FACE

| |ED

SUPPLY FAN SHUTDOWN (AS REQ'D PER NFPA)

S/D — DUCT MOUNTED SMOKE DETECTOR (COORDINATE COMPATIBILITY WITH FIRE ALARM SYSTEM.)

L

LOCKING QUADRANT TYPE VOLUME DAMPER

)UPPLY FAN SHUTDOWN DETAIL
NOT TO SCALE

CEILING EXHAUST (INTEGRAL TO EXHAUST FAN)

B

NOTES:
1. ALL RUNOUTS SHALL BE FULL SIZE HARD PIPE OR ONE SIZE OVER IF FLEXIBLE DUCTWORK. MAXIMUM
FLEX LENGTH SHALL BE 6 FEET UNDER ANY CONDITION.

SECURE FLEX WITH CLAMP AND ZIP SCREWS, THREE PLACES.
VENT 2. ALL SUPPLY DIFFUSERS SHALL BE 4-WAY DISTRIBUTION CONFIGURATION. AR DISTRIBUTION

UNION  FITTING T CONFIGURATION OF SUPPLY DIFFUSERS CAN BE CHANGED IF DICTATED BY INTENDED TENANT SPACE.
6”
CONDENSATE ill o ;
. DRAIN PAN I | I i  CONDENSATE
KETTLE HOOD, HONE LIGHTS, EXHAUST FAN, H TE — 77 SO DRAIN LINE
ROOF CURB AND ABOVE-HOOD SHROUD ~————— UNISTRUT SUPPORTS 11/2° ] > 1 PER FOOT
SUPPLIED BY THE OWNER. DUCTING, EXHAUST RISER MIN. 11/2
CONTROLS, FAN DISCONNECT AND ALL OTHER SHROUD NOTES: MIN.
80CMPONENTS ARE THE RESPONSIBILITY OF THE 1. ALL CONDENSATE DRAIN PIPING SHALL BE SIZED PER MANUFACTURER’S REQUIREMENTS OR
" 24" MINIMUM %" COPPER OR PVC AND HAVE A CONTINUOUS 1/4” SLOPE PER FOOT AWAY FROM THE BL ACK
HOOD CAPTURES WATER VAPOR AND KETTLE / STEEL HANGING CONDENSATE. PAN.
GASES ONLY AND DOES NOT REQUIRE AN | ANGLE (TYPICAL) RIVER
ANSUL SYSTEM. NO GREASE—LADEN VAPORS - T . 2. ALL CONDENSATE PANS SHALL BE TRAPPED LOCALLY OR TRAPPED INTERNALLY BY
ARE PRODUCED BY THE KETTLE OR BAKE MANUFACTURER. CONDENSATE DRAIN LINE SHALL BE RUN TO A LOCAL ROOF DRAIN, INDIRECT DESIGN
AREA EQUIPMENT. VERIFY ALL LOCAL AND / WASTE LINE OR SINK DISHWASHER TAP.
STATE BUILDING CODES AS WELL AS LOCAL 24"
HEALTH REGULATIONS PERTAINING TO THIS ALUMINUM MESH N———HONE LIGHT 3. TRAP DEPTH SLIGHTLY GREATER THAN FAN STATIC PRESSURE DIFFERENTIAL IN INCHES H20, 1%” —————
EQUIPMENT. FILTER (REMOVABLE) MINIMUM DEPTH.
RN I 7'-4" o
KETTLE HOOD EXHAUST TO BE INTERLOCKED \_ AFF. 5 CONDENSATE DRAIN PAN DETAIL
WITH KETTLE; SEE INTERLOCK DIAGRAM, DETAIL DRAIN NOT TO SCALE MECHANICAL
4/E2. KETTLE TO BE CONTROLLED WITH TIMER FULL PERIMETER DETAILS
FROM CONTROLS PANEL. GUTTER
G.C. SHALL PROVIDE A COMPLETE AND SCALE
WORKING SYSTEM. COORDINATE INSTALLATION AT T SHEET METAL STRAPPING AS NOTED
WITH ARCHITECTURAL DETAILS, DRAWING AS.
—————48" Q. ———| DUCTWORK SEE PLANS FOR DATE
18 GA. 304 SS CONSTRUCTION WITH ALL SIZE & CONTINUATION
SEAMS CONTINUOUSLY WELDED AND GROUND;
BRUSHED FINISH. | e | DRAWN BY
- U
} _// u
12" (2
10" WELDED 3003 H14 0.050" ALUMINUIM *( ) ( za \ /J CHECKED BY
EXHAUST DUCT \ Y 8D DAVPER
(2) 100W HONE TYPE INCANDESCENT LIGHTS N 7
WITH WATERPROOF ENCLOSURE AND PREWIRED . .
JUNCTION BOX. J I L
FAN GRILLE # CEILING
KETTLE HOOD DETAIL @ACOUSTICALLY—LINED BATHROOM EXHAUST FAN DETAIL
NOT 10 SCALE NOT TO SCALE




