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VENT PIPING ONE=LINE DIAGRAM

NOTE: ALL VENT PIPING SHALL

BE 15" UNLESS OTHERWISE NOTED

PLUMBING FIXTURE SCHEDULE

NTS
19EC 39
P-2 52 19EF 15€ 16 46E 45 36
” Q'D P_4'A P—4B w P_4
w @Y EOT D X T\
5" COTU~_. D ol o (O o o N
Y [ [ [ | [ | [ Py
3"J 3") 3"J 3"J 3”) 3") 3") 3") 3") 3"J K4"
WASTE PIPING ONE—LINE DIAGRAM
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DOMESTIC WATER PIPING ONE—LINE DIAGRAM
NTS
PLUMBING GENERAL ABBREVIATIONS & LEGEND
PIPE HANGER SPACING SCHEDULE SLUMEING. GENERAL NOTES:
YIS T SYMBOL | DESCRIPTION
HORIZONTAL VERTICAL 1. ALL WORK SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE
PIPING MATERIAL SPACING SPACING P.C. PLUMBING CONTRACTOR CONNECTICUT PLUMBING AND BUILDING CODES AND ALL LOCAL REGULATIONS
(FEET) (FEET) W SANITARY WASTE THAT MAY APPLY. IN CASE OF CONFLICT BETWEEN THE CONTRACT DOCUMENTS
AND A GOVERNING CODE OR ORDINANCE THE MORE STRINGENT STANDARD
ABS PIPE 4 4 v SANITARY VENT SHALL APPLY.
VIR SANITARY VENT THRU ROOF
ALUMINUM TUBING 10 5 2. ALL PLUMBING WORK SHALL BE COORDINATED WITH ALL OTHER TRADES
W DOMESTIC COLD WATER BEFORE PROCEEDING WITH INSTALLATION.
BRASS PIPE 10 10 Few FILTERED COLD WATER 3. NO CHANGES ARE TO BE MADE IN PLUMBING LAYOUT WITHOUT WRITTEN
HW DOMESTIC HOT WATER PERMISSION FROM DESIGN ENGINEER.
CAST-IRON PIPE (a) 5 15
DN. DOWN TO LOWER LEVEL 4. ALL VENTS THRU ROOF SHALL BE 3" DIAMETER MINIMUM.
COPPER OR COPPER-ALLOY PIPE 12 10 UP UP TO HIGHER LEVEL
5. INSTALL FULL PORT BALL VALVES ON ALL BRANCH SUPPLY LINES. ALL
CO.l’DPER OR COPPER-ALLOY TUBING, 6 10 RISE RISE WITHIN LEVEL FIXTURES SHALL BE CAPABLE OF COMPLETE ISOLATION.
V4" DIAVETER AND SMALLER DROP DROP WITHIN LEVEL
COPPER OR COPPER—ALLOY TUBING, 0 0 6. INSTALL ALL FLOOR CLEAN OUTS TO CLEAR EQUIPMENT AND FIXTURES.
1%" DIAMETER AND LARGER FCO FLOOR CLEAN OUT
CPVC PIPE OR TUBING, 7. ALL DOMESTIC WATER LINES SHALL BE RUN IN PEX TUBING, WHEN POSSIBLE
N 3 5 (b) weo WALL CLEAN OUT RUN COLOR CODED TUBING. ALL DOMESTIC WATER PIPING SHALL BE PROPERLY
1" OR SMALLER
co INLINE CLEAN OUT TESTED AND BALANCED PRIOR TO NORMAL USE
CPVC PIPE OR TUBING, . 5 ()
VA" OR LARGER FD FLOOR DRAIN 8. ALL WASTE AND VENT PIPING 2" DIAMETER OR LARGER SHALL BE RUN IN
STEEL PIPE 12 5 S TE INTO EXISTING SERVICE CLASS HUBLESS CAST IRON PIPE. ALL WASTE AND VENT PIPING
SMALLER THAN 2" DIAMETER SHALL BE RUN IN SCHEDULE 40 PVC PIPE. ALL
LEAD PIPE CONTINUOUS 4 ° PIPE ELBOWS UP (OR TEES UP+DN., IF NOTED) WASTE PIPING BELOW SLAB SHALL HAVE A MINIMUM DIAMETER OF 2" AND BE
— PIPE ELBOWS DOWN SERVICE CLASS CAST IRON. ALL WASTE AND VENT PIPING SHALL BE PROPERLY
7% TESTED PRIOR TO NORMAL USE.
PB PIPE OR TUBING (32 INCHES) 4 —o— | PIPE TEES UP (OR TEES UP+DN., IF NOTED)
- SPE TEES DOWN 9. INSULATE ALL EXPOSED PIPING UNDER SINKS, WORKTABLES AND CABINETS.
PVC PIPING 4 4 PROVIDE TRUEBRO LAV GUARD 2 ON ALL LAVATORIES WITH EXPOSED PIPING.
7 —o SANITARY TRAP
PEX TUBING 4 (b)(c) 11. ALL WASTE AND VENT PIPING SHALL PITCH WITH MINIMUMS AS REQUIRED
(32 INCHES) —0— | BALANCE VALVE PER PLUMBING CODES. VERIFY ALL WASTE ELEVATIONS @ TIE-IN POINTS
(a) = THE MAXIMUM HORIZONTAL SPACING OF CAST-IRON PIPE HANGERS — & | BALL VALVE PRIOR TO WORK COMMENCEMENT.
SHALL BE INCREASED TO 10 FEET WHERE 10—FOOT LENGTHS OF PIPE ARE
INSTALLED. —>R— | GATE VALVE 12. PROVIDE A 3" MINIMUM AR GAP BETWEEN ANY DRAIN LINE AND ITS
(b) = MID-STORY GUIDE o | PIPE CHANGES IN DIAVETER RESPECTIVE FLOOR DRAIN OR WASTE RECEPTACLE. THE AR GAP DISTANCE
(c) = FLOOR LEVEL SUPPORT SHALL BE TWICE THE INNER DIAMETER OF THE INDIRECT WASTE PIPE EMPTYING
—*~— | STRAINER INTO THE FLOOR DRAIN OR WASTE RECEPTACLE.
UNION 13. ALL TAILPIECES AND P—TRAPS SHALL BE CHROME PLATED BRASS.
14, MOUNT ALL FIXTURES AT HANDICAP ACCESSIBLE HEIGHTS IN ACCORDANCE
WITH INSTALLATION DETAILS.
PLUMBING Minimum Pipe Insulation 15. COORDINATE SINK AND FAUCET CUTOUTS IN COUNTERTOPS, WHERE
INSULATION THICKNESS FOR PIPE SIZE REQUIRED.
SR NS CLTDC%AT'NG MA1'N51 /Az'f,DTgUNOUTSOVER 16. THE MECHANICAL CONTRACTOR SHALL PROVIDE ALL ACCESSORIES REQUIRED
CEMPERATURES gt h /; 5 TO PROVIDE A COMPLETE INSTALLATION OF ALL PLUMBING FIXTURES.
F N, N, N, N, 17. PROVIDE FLEXIBLE, BRAIDED NO-BURST HOSE CONNECTIONS TO ALL
B FIXTURES & EQUIPMENT WHERE APPLICABLE & BRASS STEMMED SHUT—OFF
170-180 0.5 1.0 2.0 2.0 VALVES AT ALL FIXTURES.
140-160 05 1.0 2.0 2.0
105-130 0.5 1.0 2.0 2.0 18. PLUMBING CONTRACTOR SHALL COORDINATE ELEVATION OF COLUMN
FOOTINGS AND UNDERSLAB PIPING PRIOR TO PIPE INSTALLATION.
19. PROVIDE A WATTS #9D DUAL CHECK VALVE IN THE CW WATER FEED TO
THE ICE MACHINE (16E), WATER FILTER (24E), HOT CHOCOLATE MACHINE (35E),
ICED TEA MACHINE (36E), SODA SYSTEM (38E) AND THE COFFEE BREWERS
(41€, 42E).

TAG | QY | DESCRIPTION MAKE & MODEL CW | HW | WASTE| VENT | REMARKS
FLOOR MOUNT AMERICAN STANDARD ) ) \
2 TOLET 9098.012 — WHITE % - 3 2" | AMERICAN STANDARD SEAT #5901.100
| 2 WALL MOUNT AMERICAN STANDARD w | % | s | 1 | SYNMONS FAUCET #5-02-2, PROVIDE TRUEBRO LAV-GUARD FOR COMPLETE
LAVATORY 0355.012 — WHITE 2 2 ' 2| UNDERSINK PROTECTION.
] 75 GAL GAS A0. SMITH GDV—75 w | _ | _ | _ | GAS SUPPLY W/ ORPP LEG & SHUT-OFF REQUIRED; PROVIDE VENT T0
WATER HEATER 75 GAL CAPACITY 4 EXTERIOR (COORDINATE PENETRATIONS WITH G.C.); SEE NOTE 11 BELOW
-0)| 2 FLOOR DRAIN ZURN ZB-415 | - | 3 | 2 | DEEP SEAL TRAP W/ *AUTOMATIC TRAP PRIMER
ZURN ZN-1902-3 \ \
pah) | 2 FLOOR DRAN TR S — - -] s 2" | DEEP SEAL TRAP W/ **AUTOMATIC TRAP PRIMER
p-18) | 1 FLOOR DRAIN ZURN Z4158 W/ ZB-328 | = | 20 | v | DEEP SEAL TRAP W/ *AUTOMATIC TRAP PRIMER
1 TRENCH DRAN ZURN #806 FIBERGLASS _ | |, | g | STANESS STEEL GRATE: ATTACH 4° BRONZE FUNNEL TO GRATE FOR
&) TRENCH DRAIN 6”x48” 2" | INDIRECT DRAINAGE FROM LAYOUT TABLE.
) COPPER INDIRECT WASTE TO FLOOR DRANN
1 LAYOUT TABLE CUSTOM FABRICATION - - | % = | (TABLE SUPPLIED BY OWNER)
1 UTILITY SPRAY FISHER #2933 W/ o | _ | _ | _ | INSTALL CW, SHUT OFF & W/ BALL JONT AT 60" AFF.
ASSEMBLY ACCESSORIES 2 (SPRAY ASSEMBLY SUPPLIED BY OWNER)
1 40 GALLON KETTLE | CLEVELAND RANGE % % 5" _ | COPPER INDIRECT WASTE TO FLOOR DRAIN (KETTLE SUPPLIED BY OWNER),
W/ FAUCET KGL—40 SEE NOTE 9 & 10 AT BOTTOM OF SCHEDULE.
1 HAND SINK PaNct TABCO % | % | % | U8 | SINK ASSEMBLY SUPPLIED BY OWNER
1 SODA COKE % | - | - | - | BYPASS LME SCALE INHIBITOR
CARBONATOR 2
ADVANCE TABCO ) ) ) - [ INSTALL FAUCET PER EQUIPMENT MANUAL.
BE )| 1 VEGGIE. SINK 93-1-24-18L Bl B | V& | V& | (SNK AND FAUCET SUPPLIED BY OWNER)
HOSHIZAKI ) ) INSTALL CW FEED PER EQUIPMENT MANUAL, INDIRECT WASTE TO FLOOR
16E )] 1 ICE MACHINE KM—320MAH % - | % ~ | DRAN. (ICE MACHINE SUPPLIED BY OWNER)
ADVANCE TABCO : : : INSTALL FAUCET PER EQUIPMENT MANUAL, INDIRECT WASTE TO FLOOR
e[ S-BAY POT SINK | £e 3 818—18RLX ook 2 = | DRAIN. (POT SINK AND FAUCET SUPPLIED BY OWNER)
19E0) | 1 WALK-IN KOLPAK — | = | | - | ONE COPPER INDIRECT DRAN PER CONDENSER
1967) | 1 WALK-IN KOLPAK ~ | = | | - | ONECOPPER INDIRECT DRAN PER CONDENSER
1 WATER FILTER EVERPURE % - - - | %" INLET & OUTLET
1 OP SINK SWANSTONE w | 3 | » | up | PROVE E=77-AA VINTL GUARDS, B30M FAUCET, BBSCC MOP BRACKET,
MS—-2424 ? ? 2 | 832AA HOSE & BRACKET, 145388 STRAINER, S.5. WALL GUARDS
HOT CHOCOLATE | CECILEWAR \
1 MACHINE K—GBoLD A - - - | PROVIDE FILTERED WATER
ICED TEA CECILEWAR ,
1 MACHINE B3 A - - — | PROVIDE FILTERED WATER
COKE .| . | _ | INDIRECT WASTE TO FLOOR DRAIN, %’ MALE SS BARBED FITTING,
B COKE DISPENSER | 9393 pROP-IN % 2 COPPER PIPE NOT ALLOWED BETWEEN DISPENSER AND FLOOR DRAIN
36) | 1 BEVERAGE TABLE | CUSTOM FABRICATION — | = | | - | INDIRECT WASTE TO LOCAL DROP-IN SINK
DUAL COFFEE FETCO 1 | _ o
)| 1 e - % 20-90 PSI REQUIRED, %" MALE FLARE FITTING, PROVIDE FILTERED WATER
SINGLE COFFEE FETCO : _ —
1 e O O4E % - | - | - | 20-90 PSI REQURED, %’ MALE FLARE FITTING, PROVIDE FILTERED WATER
DROP—IN METAL MASTER : : : :
1 HAND SINK SR-14-9.5-1 % % 1% 1%" | PROVIDE FAUCET AND BASKET
ADVANCE TABCO ) ) ) - | INSTALL FAUCET PER EQUIPMENT MANUAL
L HAND  SINK 7-PS—60 Bl B | V& | V& | (SNK AND FAUCET SUPPLIED BY OWNER)
1 COLD PAN iy - | = | 17 | - | COPPER INDIRECT WASTE TO FLOOR DRAN
1 COLD PAN ity -~ | = | 1 | - | coPPER INDIRECT WASTE TO FLOOR DRAN
TAG | QIY | DESCRIPTION MAKE & MODEL WATER CAP| GREASE CAP | DIMENSIONS| INLET/OUTLET | REMARKS
)| *AUTOMATIC GREASE STOPPER 13 6AL |69 LaS 27°X12°X17°| 2" DIAM HARD-WIRE UNIT TO JUNCTION BOX, PROVIDE INDIRECT
GREASE INTERCEPTOR | 65-20 (DWXH) | 9" HIGH | WASTE CONNECTION BETWEEN SINK AND GREASE TRAP
NOTES:

1. ALL TAILPIECES AND P-TRAPS SHALL BE CHROME PLATED BRASS.

MOUNT ALL FIXTURES AT HANDICAP ACCESSIBLE HEIGHTS IN ACCORDANCE WITH INSTALLATION DETAILS.

COORDINATE SINK AND FAUCET CUTOUTS IN COUNTERTOPS, WHERE REQUIRED.

THE MECHANICAL CONTRACTOR SHALL PROVIDE ALL ACCESSORIES REQUIRED TO PROVIDE A COMPLETE INSTALLATION OF ALL PLUMBING FIXTURES.

* OPTIONAL EQUIPMENT NOT ALWAYS INCLUDED IN RESTAURANT FLOOR PLAN.

¥ VERIFY REQUIREMENT FOR EQUIPMENT WITH LOCAL CODE OFFICIALS.

PROVIDE %" FLEX HOSE FROM TABLE TROUGH DRAIN TO FLOOR DRAIN.

PROVIDE HW AND CW STUBS WITH 4" BALL VALVE END, STUB OUT AT 18" AFF IN WALL.
'~0" OF SLACK.

10. PROVIDE GAS STUB WITH COCK. PROVIDE %" S.S. CORRUGATED FLEXIBLE TUBING FROM COCK TO KETTLE.
11. PROVIDE OPTIONAL SAFETY COVER FOR VENT TERMINATION ON EXTERIOR OF BUILDING.
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LEAVE 1'-0" OF SLACK.

PROVIDE S.S. BRAIDED H.P. HOSE FROM BALL VALVE ENDS TO KETTLE.

PROVIDE FLEXIBLE, BRAIDED NO—BURST HOSE CONNECTIONS TO ALL FIXTURES & EQUIPMENT WHERE APPLICABLE & BRASS STEMMED SHUT-OFF VALVES AT ALL FIXTURES.

LEAVE

EXPANSION TANK SCHEDULE

TAG | QIY | DESCRIPTION MAKE & MODEL TANK VOL.| ACCEPT. VOL] DIMENSIONS| WEIGHT | REMARKS
POTABLE WATER TACO 25%" H X | 90 LBS .

L EXPANSION TANK | PAX30 BOAL |5 14" DIAM | (SHIPPING) | 12 DIAM BASE

NOTES:

1. LOCATE EXPANSION TANK IN CEILING SPACE WITH DOMESTIC WATER PIPING.
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BACKFLOW PREVENTER SCHEDULE

TAG QrY DESCRIPTION MAKE & MODEL SIZE REMARKS
BFP 1 WATER ENTRANCE WATTS W _
BACKFLOW PREVENTER | 007 2
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